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WC = 18%

SPT: N = 5, WC = 19%

WC = 19%

SPT: N = 7, WC = 17%

WC = 17%

SPT: N = 8, WC = 24%

SPT: 50/ 4", WC = 6%

UCS @ 512' = 150 PSI

TOTAL = 43"; REC = 72%; RQD = 22.5%

UCS @ 508' = 1230 PSI

TOTAL = 37"; REC = 62%; RQD = 37%

UCS @ 504' = 880 PSI

TOTAL = 48"; REC = 80%; RQD = 68%

UCS @ 497' = 560 PSI

TOTAL = 43"; REC = 72%; RQD = 41%

UCS @ 492' = 850 PSI

TOTAL = 54"; REC = 90%; RQD = 61%

UCS @ 488' = 1020 PSI

TOTAL = 44"; REC = 73%; RQD = 497%

460

470

480

490

500

510

520

530

NONPLASTIC, LOOSE

SILTY SAND, SM; BRN. (10YR 4/7)

NONPLASTIC, FIRM

SANDY SILT, ML; BRN. (10YR 4/7)

NONPLASTIC, LOOSE

SILTY SAND, SM; BRN. (10YR 4/7)

MOIST, FIRM

& REDDISH BRN. (7.5YR 4/7)

SANDY CLAY, CL; LT. BRN. (10YR 5/7) 

V. MOIST, LOOSE LL = 27, PI = 14

& REDDISH BRN. (7.5YR 4/7)

CLAYEY SAND, SC; LT. BRN. (10YR 5/7)

SL. MOIST, SOFT

SHALE, BROWNISH GRAY (5YR 4/1)

SL. MOIST, SOFT

SHALE, BROWNISH GRAY (5YR 4/1)
500.8

BOTTOM OF BORING - 485.8

516.3

517.8

522.8

523.8

524.8

526.3

SURFACE ELEVATION - 527.8

SURFACE ELEVATION - 528.8

527.3

525.8

524.8

523.8

517.8

486.8
487.3

492.3

497.3

502.3

507.3

512.3

517.3

518.8

520.8

523.8

525.8

527.3

528.8 #200 = 65.3, WC = 20%

SPT: N = 4, #200 = 41.6, WC = 17%

#200 = 59.1, WC = 18%

SPT: N = 5, #200 = 29.1, WC = 20%

#200 = 29.5, WC = 21%

SPT: 12/6", 25/6", 50/3", WC = 9%

BORING NO. B-03 BORING NO. B-04

530

520

510

500

490

480

470

460

BOTTOM OF BORING -

V. MOIST, NONPLASTIC, SOFT

SANDY SILT, ML; BRN. (10YR 4/7)

V. MOIST, NONPLASTIC, LOOSE

SILTY SAND, SM; BRN. (10YR 4/7)

V. MOIST, NONPLASTIC, SOFT

SANDY SILT, ML; BRN. (10YR 4/7)

V. MOIST, NONPLASTIC, LOOSE

SILTY SAND, SM; BRN. (10YR 4/7)

SL. MOIST

SHALE, BROWNISH GRAY (5YR 4/1)

527.8

526.3

524.8

522.8

519.8

517.8

516.3

510.8

505.8

500.8

495.8

490.8

486.3

OR LOGO HERE)

(PLACE COMPANY NAME

TCP = 50/¾", 50/¾"

TCP = 50/1", 50/½"

TCP = 50/1¾", 50/½"

TCP = 50/1É", 50/½"

TCP = 50/1", 50/Á"

TCP = 50/½", 50/Á"

TCP = 50/É", 50/Á"

(JANUARY 20, 2010)

STATION 401+60, 98.5' LT. OF ! SURVEY

(JANUARY 19, 2010)

STATION 402+10, 38.5' RT. ! SURVEY

THE BOTTOM OF THE SHEET DEPENDING ON THE CONSULTANT'S PREFERENCE AND AVAILABLE VERTICAL SPACE. 

SIDE OF THE BORDER AS SHOWN ON THE PREVIOUS PAGE CAN ALTERNATIVELY BE PLACED SIDE BY SIDE ALONG

THE LEGEND, GEOLOGIC INFORMATION OR GEOTECHNICAL REPORT INFORMATION SHOWN ALONG THE RIGHT
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517.3 = TOP OF ROCK
516.3 = TOP OF ROCK
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